
    
    
    
    

 

 

 



    

ADQUEN PLUS 200 luminaires are the containing products.
These luminaires contain a light source (LED module) with energy efficiency class D.
The LED module is powered by a separate LED driver.

Possibility to replace the LED light source (LED module)
by qualified personnel only 
(by the ELUM Sp.z o.o. service only). 

Possibility to replace the LED driver
by qualified personnel only
(by the ELUM Sp.z o.o. service only). 

Fig.1.

Model ADQUEN PLUS 200

Power of the luminaire 90 - 150 W
Supply voltage 220-240V AC
Frequency 50/60Hz
Optical system multi-lens
Beam angle 160o x 107o

Protection rate IP 66
Protection class I 
Light source LED module with energy efficiency class D
LEDs type SMD
Correlated colour temperature 4000K
Colour rendering index (CRI) 80
Rated lifetime 50 000 hours
Luminous flux of the luminaire 12000 - 20000 lm
Ambient temperature -40oC ÷ +50oC
Weight 6,0 kg

SAFETY AND MAINTENANCE
To keep the optimal technical parameters of the luminaire the periodical maintenance should be carried out. Before cleaning the product, 
disconnect it from power supply. Ignoring this warning can cause danger of electric shock. Clean only with soft and dry cloths. Do not use 
corrosives chemicals and solvents. Do not use stream of water under pressure.

CAUTION! 
We take no responsibility for faults resulting from non-compliance with the above instructions. According to article 568 pt 1 of the Polish Civil Code, 
the right resulting from a warranty for physical defects are extinct after the lapse of 2 (two) years after delivery of the luminaire to the Buyer. 
The information included in this document may undergo changes without warning. Possible changes will be taken into consideration while 
working with other issues of the instructions for use or complementary documents.

This symbol stands for selective collecting of the electrical and electronic equipment, therefore, this product cannot be treated as other 
household’s waste. It has to be left at a special used-equipment collection point. The appropriate dealing
with the collection of used electrical and electronic equipment is crucial, especially if the equipment
includes dangerous components which have a negative influence on the environment and on the health of people.

CHARACTERISTIC
Professional LED street luminaire with asymmetrical beam angle, designed for illumination of roads, streets, bridges, construction 
sites, etc.. ADQUEN PLUS 200 luminaire is adapted for installation on horizontal extension arm and verical pole with diameter of 48-60mm, 
with possibility of angle adjustment in range +15°/ -15°. The luminaire’s housing is made of aluminum casting that provides efficient heat 
dissipation. The luminaire is equipped with LEDs SMD type characterized by long lifespan and faultless. The LEDs are coveredby asymmetrical  
lenses. The LEDs with lenses are covered with tempered glass shield. The LEDs are not replaceable. When LEDs are used up, whole luminaire 
should be replaced. It is unacceptable to use the product without glass or with a cracked tempered glass.
Power cable is lead out of the luminaire, 200mm long. [Fig.1.]. Connector for current ~230V is not included. An advice from qualified person 
is needed for installation.

INSTALLATION
1. Connect the luminaire to mains by connecting power cable to proper 
    clamps of hermetic connector (cable connector is not included in the 
    set with luminaire). Brown - live cable, blue - neutral cable, 
    yellow/green – safety cable      .
2. Fix the luminaire on the horizontal extension arm or vertical pole.

TECHNICAL PARAMETERS


